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Maximum Pumpsets O.D. : 96 mm

Approximate Performance Chart at 2850 RPM. 200-240 Volts Single Phase/415 Volts Three Phase A.C. Supply, 50 Hz.

Maximum Motor O.D. : 96 mm

Suitable for 100 mm (V4) Borewell Submersible Pump Sets.
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Sr.No. H.P. Stage K.W. 20 25 30 35 45 55 65

Discharge In L.P.M.Outlet : 32 mm
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Sr.No. H.P. Stage K.W. 25 30 35 45 55 65 75

Discharge In L.P.M.Outlet : 32 mm
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Sr.No. H.P. Stage K.W. 20 25 30 35 45 55 65

Discharge In L.P.M.Outlet : 32/38 mm
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Discharge In L.P.M.Outlet : 38/50 mm
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Discharge In L.P.M.Outlet : 50/65 mm

69

70

71

72

73

74

75

76

2.0

3.0

3.0

3.0

5.0

5.0

6.0

7.5

4

6

7

8

12

14

18

20

1.50

2.20

2.20

2.20

3.70

3.70

4.50

5.50

18

27

32

36

54

52

68

77

16

24

28

32

48

56

55

88

14

21

25

28

42

49

68

70

12

18

21

31

40

55

90

33

10

15

18

20

30

35

45

50

8

12

14

16

24

28

36

40

6

9

11

12

18

21

27

30

Model : LYW-18N

D
IS

C
H

A
R

G
E
 I

N
 M

T
R

.

Sr.No. H.P. Stage K.W. 20 25 30 35 45 55 65

Discharge In L.P.M.Outlet : 50/65 mm
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Discharge In L.P.M.Outlet : 50 mm

Maximum Pumpsets O.D. : 96 mm

Approximate Performance Chart at 2850 RPM. 200-240 Volts Single Phase/415 Volts Three Phase A.C. Supply, 50 Hz.

Maximum Motor O.D. : 96 mm

Suitable for 100 mm (V4) Borewell Submersible Pump Sets.



Performance Chart

Kindly refer Techno Commercial Guide



Salient Features :-

99.95% pure electrolytic cathod grade copper

High conductivity, 100% Annealed & Bunched Copper

Low Di-electric losses, Higher current rating & Longer service life

High ageing property of PVC insulation and Sheath.

Non-Hygroscopic : protection against ingress of water.

Specification

EC flexible copper generally conforms to IS 8130, IEC 60228 & DIN VDE 0295

PVC insulation compound TI-1 (As per IS:5831 Type A : A Red, Yellow, Blue, Green / Black)

PVC insulation compound TI-1 (As per IEC 60227 : Black, Blue, Brown, Green / Yellow)

Special PVC : Black, Blue (As per IS:5831 Type ST-1)
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LYNN SUBMERSIBLE CABLE

Description
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* The Number of wires and its diameter in the conductor is such as to satisfied requirements of the conductor resistance as per IS 8130 : 1984  current carrying capacity (Amps)

* In view of continuos improvements in our designs and process, specifications given here in subject to change without notice. 
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Flexible Copper Conductor



SUBMERSIBLE CONTROL PANLE 

PRESSURE BOOSTER PUMP

LYNN Submersible Control Panels are powerful controlling devices  for 

submersible pumps which are used for domestic, agriculture & Industrial

Installations. LYNN control panels are made with heavy duty components, 

which protects the pump from hazards conben due over-current.

Description

Reliable overload protection with wide voltage bond contactor along with suitable realy rampe.

Power Coated MS enclosre for corrosioon resistance.

Easy and quick movnling alongwith aesthetic looks.

Digital metering to read Ampere & Voltage in a single.

Heavy duty starting & Running capacitor.

Silent Features

Model
Name

LPBS 0502

LPBS 0524

LPBS 1024

1

2

3

2 Ltr Tank

24 Ltr Tank

24 Ltr Tank

1.5-3.0

1.5-5.0

1.5-5.0
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Capacity 3 6 9 12 15 18 21 25 30

Head in MeterPipe Size (mm)
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0
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Technical Data :

Applications

Water supply for domestic use in Bungalows, Apartments, Hotels, Hospital, Farm house, etc.

Useful in Home presser booster system, Lawn sprinklers.

Material of Construction

Impeller 

Motor Body

Shaft

Pressure Tank

Float Switch

: SS

: Aluminum

: Chrome Plated Shaft

: MS

Withstand wide voltage fluctuation from 180 to 255 volts.

Thermal overload protector (TOP) prevents motor burning.

High quality aluminum body.

Light weight pump for easy handling.

Features 



Model
Name

EVAN 05

EVAN 10
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0.50

1.00

25

25

25

25

2600

2700

2200

2300

2000

2100

1750

1850

1550

1650

1050

1300

650

850

400

650

0

450

Motor Rating

Di
sc

ha
rg

e 
in

 L
PH

Kw HP Suc. Del. 9 15 18 21 24 28 32 36 40
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Technical Data :

EVAN (V TYPE)

Material of Construction

Impeller 

Casing

Motor Body

Shaft

: H.T. Brass

: Casting

: Aluminum Die Cast

: Chrome Plated Shaft

Withstand wide voltage fluctuation from 180 to 255 volts.

Self priming suction lift upto 7.5 meter.

Thermal overload protector (TOP) prevents motor burning.

High quality aluminum / Cast iron body, Light weight pump.

Features 

Applications

Water supply for domestic use in Bungalows, Apartments, Hotels, Hospital, Farm house, etc.

Useful in Home presser booster system, Lawn sprinklers.

Technical Data :

Model
Name

Delta 05

Delta 075

Delta 100

0.37

0.55

0.75

0.50

0.75

1.00

15

25

25

15

25

25

1550

1950

2200

1400

1800

2000

1250

1650

1850

1150

1550

1700

1000

1400

1550

850

1300

1350
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1150
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DELTA (MAGIC SUCTION)

Material of Construction

Impeller 

Casing

Motor Body

Shaft

: H.T. Brass

: SS

: Aluminum Die Cast

: Chrome Plated Shaft

Withstand wide voltage fluctuation from 180 to 255 volts.

Self priming suction lift upto 7.5 meter.

Thermal overload protector (TOP) prevents motor burning.

High quality aluminium / Cast iron body.

Light weight pump for easy handling.

Features 

Applications

Water supply for domestic use in Bungalows, Appartments, Hotels, Hospital, Farm house, etc.

Useful in Home presser booster system, Lawn sprinklers.

Technical Data :

RIO (OPENWELL PUMP)

Material of Construction

Motor Body

Armature

: SS

: Copper

Withstand wide voltage fluctuation from 180 to 255 volts

High quality Cast iron / SS body.

Features 

Applications

Water supply for domestic use in Bungalows, Apartments, Hotels, Hospital, Farm house, etc.

Model
Name

RIO 05

RIO 10

0.37

0.75

0.50

1.00

25

25

25

25

170 160 150
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200
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85
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60

170 160 135 120 90
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Head in MeterPipe Size (mm)



Technical Data :

LMS - SLOW SPEED PUMP
(1440 RPM)

Material of Construction

Motor Body : Cast Iron Withstand wide voltage fluctuation from 180 to 255 volts

High quality Cast iron body.

Light weight pump for easy handling.

Features 

Applications

Water supply for domestic use in Bungalows, Apartments, Hotels, Hospital, Farm house, etc.

Useful in Home presser booster system, Lawn sprinklers.
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LMS 05

LMS 10

Model
Name

LSW 05

LSW 10
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Technical Data :

SHALLOW WELL PUMP

Material of Construction

Motor Body : Aluminum Withstand wide voltage fluctuation from 180 to 255 volts

High quality Cast iron body.

Light weight pump for easy handling.

Features 

Applications

Water supply for domestic use in Bungalows, Apartments, Hotels, Hospital, Farm house, etc.

Useful in Home presser booster system, Lawn sprinklers.

Technical Data :

Model
Name

COVE MINI 05

COVE 05

COVE MINI 10

COVE 10
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Material of Construction

Impeller 

Motor Body

Shaft

: H.T. Brass

: Aluminum

: SS Shaft

Withstand wide voltage fluctuation from 180 to 255 volts.

Thermal overload protector (TOP) prevents motor burning.

High quality aluminum body, Light weight pump for easy handling.

Features 

Applications

Water supply for domestic use in Bungalows, Apartments, Hotels, Hospital, Farm house, etc.

Useful in Home presser booster system, Lawn sprinklers.

COVE (NRV PUMP)



E-MAIL : CRM@LYNNPUMPS.COM |  WEB : WWW.LYNNPUMPS.COM

HEAD OFFICE 

201, Freeway Trade Centre, 

Narol-Aslali Highway Narol, 

Ahmedabad-382405 (Gujarat) 

BRANCH

First Floor, Opp. Samrat Pump, 

Bari Pahari, Transport Nagar, 

Alamganj, Patna-380022 (Bihar)

BRANCH
st

22, Ground Floor, 1  Phase,

Manjunath Nagar,

Bangalore - 560010.

SERVICE SUPPORT : 1800 572 9923 / 1800 120 6323
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